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The AC powered Knockdown (KD) trailer functions as an emergency replacement
when a traffic pole is knocked down at a permanent intersection. The 12", ITE
approved signals, can quickly be placed in positions mandated by the MUTCD at the
mere push of a button. Designed with the narrowest footprint in the industry, at
only 6' wide, it fits almost anywhere! The KD hard wires into the preexisting
intersection infrastructure with ease to get the intersection back up and running
quickly. The Pop-Up KD is available with 15' and 25' arms depending on the
application and situation. Optional & & 5 section signal heads are available.

*As an add-on feature, ALl OMJC Pop-Up trailers can function as Knockdowns.

RAPID RESPONSE

LIGHT ENOUGH TO BE TOWED WITH A PICKUP
TRUCK & DEPLOYED BY ONE PERSON

CONTROL UP T0 3
LANES OF TRAFFIC

AVAILABLE WITH 15' & 25' ARMS,
DIRECT CONNECT TO INFRASTRUCTURE

ONLY 6° WIDE

NARROWEST

Q 1-800-776-5999 IN THE INDUSTRY
X sales@omjcsignal.com




KNOGKDOWN

STANDARD FEATURES

ARM EXTENSION OPTIONS

NMTE

SPECIFICATIONS

CHASSIS LENGTH 112.0" (Removable hitch adds 56" for 168" total)

15'

CHASSIS WIDTH 72.0" (narrowest in the industry)

25'

TRAVEL HEIGHT 78.0" or 85.0"

SIGNAL HEAD CONFIGURATIONS

STANDARD WEIGHT 2,400 - 6,0501bs. (depending on model)

Countless configurations including 1-3 overhead signals

CLEARANCE (UNDER ARM) 17' (meets MUTCD requirements

3-section side of mast

12" LED, ITE compliant

1802 rotation

DEPLOYMENT

Vertical | Hydraulic with remote pendant

Horizontal | Manual slide out & Hydraulic with remote pendant (25' only)

r Ry 1-800-776-5999

O sales@omjcsignal.com

@) www.omjcsignal.com

Manufactured in USA
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